ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title : SUPPLY OF SMALL SPECIALISED UTILITY VEHICLE FOR PROJECT "DRINKING-WATER BASIS PROTECTION ON THE TISZA-MAROS TILL FIELD, THAT IS AN IMPORTANT FOCUS AREA OF THE REGION"



p 1 / 4
Publication reference : HU-SRB/0901/121/098 - M/5.1
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
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	1
	Small specialised utility vehicle
Quantity: 1

- Width: max. 1.700mm

- Height: max. 2.200mm

- Wheelbase: max. 3.000mm

- Axels: min. 2

- Total weight: max. 5.300kg

- Capacity: min. 3.000kg

- Number of Seats: min. 2
- Emission class: Euro 5
- Drive: Mechanical 4*4

- Transmission: min. 10+2 levels
- Wheels: 4 pcs. min. 225/75 R 16 C + 1 pc. spare wheel

Motor:
- Cubic Capacity: Min. 1.950 cm3
- Power: min.100 HP
Deck Hydraulics: 

- Universal working hydraulic

- Hydraulic pump specifications: 
min p = 180 bar, min. Q = 80 l / min.

Brakes:
- 4-channel ABS, electric brake control

- Discs with internal front and rear cooling  
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	Other:

- Mechanical rear axle differential lock, electro-hydraulic activation

- Universal front mount connectors
- Electrical and heating external mirrors  
- Main Power switch for Battery
- Yellow rotating lamp mounted on the cab (1 piece)
- First Aid Box

- Fire extinguisher on the handle

- Tow bar with cap

- Tow bar with ball

- Water heater independent of the engine (with engine preheating) 
- Inner rear view mirror

- Colour: Orange RAL 2011
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	Water Pump power: min. 50l/min., 172 bar
- Manual control pressure
- Drum hose on the power-driven high-pressure hose 1/2" section with 30m length - hydraulically driven hose on the drum rotation
- Water tank capacity: 
min. 2.000 litter tank system (1.500 l water and 500l waste water)

- min  1pc. High pressure cleaning head

- min. 1 pc. Gun Cleaning
- min. 1 pc. charging hose (10 m) with a "C" socket

- min. 2 pcs. 3m Suction hose 2.5"with plugs
- Hydrant rechargeable 
- 1 pc. labour spotlight
Vacuum system:
- Air Flow: min. 150 m3 / h
- Maximum pressure: 0.5 bar

- Maximum vacuum: 0.9 bar

Warranty:

- Minimum one year.
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